
EMV Setup Guide 

 

Hyosung 

Minimum Software:  

WinCE 5.0 (CE) ï V1.4.17 

WinCE 6.0 (SE, including 1500SE EMV upgrade) ï V6.1.2 

 

*** IMPORTANT*** You must ensure that the serial number programmed on the ATM is correct. If there are 

characters other than alphanumeric characters present in the serial number programmed on the ATM, you 

will experience transaction declines.  

 

Verify that your serial number is correct: System Setup> Serial Number 

 

 

 
 
1. System Setup>Device Setup>Card Reader Setup>New EMV>Yes 
 

 
 
 



 
 

 
 



 
Cancel back to the Main Operator Functions Screen. 
 

 

2. Customer Setup>Optional Function 1>EMV>EN/Disable: Enable 

3. Customer Setup>Optional Function 1>EMV>AID List : DISABLE AIDõs 1, 13, 14, 15, and 16 



 

 



 

 





 

 

EMV Setup is complete. 

 

 

 

 

 

 

 

Hantle/Genmega/Tranax 

Minimum Software: V05.00.20 



1. System Setup>Device Setup>Card Reader> Select òEMVó for card reader type 

 

 



 



 

 

Cancel back to the main Operator Functions screen. 

 

 

2. Customer Setup>Optional Functions>  EMV EN/DISABLE: ENABLE 

*All AIDôs in the AID EN/Disable menu should be enabled. 



 


